DC PN 004 – 2/1/2010 – ALLOWABLE ITEM 603 CONDUIT MATERIALS

Any of the following conduit materials may be used when the pay item description or general notes do not specify a conduit material:

Type A Conduits – Culverts:

Any size: 706.02, 706.03, 706.04, 706.05, 706.051, 706.052, 707.21, 707.22 or approved alternate
Larger than 36-inch: 707.05, 707.07, 707.23, 707.15, 707.25

Type B Conduits – Storm sewers or sanitary under pavement:
Any size: 706.02, 706.04, 706.05 or approved alternate
36-inch or smaller: 748.01
Larger than 36-inch: 707.11, 707.24
Type C Conduits – Storm sewers or sanitary not under pavement:

Any size: 706.02, 706.04, 706.05 or approved alternate
36-inch or smaller: 707.33, 707.41, 707.42, 707.43, 707.44, 707.45, 707.46, 748.01, 748.02

Larger than 36-inch: 707.11, 707.12, 707.24

Type D Conduits – Drive pipes and bikeways:

Any size: 706.02, 706.04, 706.05 or approved alternate
36-inch or smaller: 707.33, 707.41, 707.42, 707.43, 707.44, 707.45, 707.46, 748.01, 748.02

Larger than 36-inch: 707.11, 707.21 or 707.22, 707.23
Type E Conduits – Miscellaneous small drain connections and headers:

Any size: 706.01, 706.02, 706.04 or approved alternate
36-inch or smaller: 707.32, 707.33, 707.41, 707.42, 707.43, 707.44, 707.45, 707.46, 707.47, 707.51, 707.52

Larger than 36-inch: 707.21 or 707.22

Type F Conduits – Conduits on steep slopes; underdrain outlets:

36-inch or smaller: 707.31, 707.41, 707.42, 707.43, 707.44, 707.45 or approved alternate
Larger than 36-inch: 707.05 or 707.07, 707.21 or 707.22 or approved alternate
Refer to the Delaware County Approved Alternate Product List for other pipe materials which are allowable.
For plastic conduits, the Department shall perform post-installation inspection prior to placing curbs, walks or asphalt or concrete pavement over top of the pipe.
