








* On arterial roadways with speed limits greater than 40 m
* On major collector roadways with speed limits greater:
10 left tuning vehicles during the peak hour for full:

ft turn lanes should also be provided under the follbmng condmo'
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Use graph critena to determine the need for a right turn lane except ¢
- the following conditions: 5
* right turn lanes ARE NOT required for right turn volumes le
than 10 vehicles during the peak hour for full build out of the :
development.
» right turn lanes ARE NOT required for less than 200 vehlcle
the peak hour in the approach lane for full build out of the
development.




Graph 6 4.Lane Highway Rij ht:Tum Lane Warrant

e i ght tum lanes ARE NOT requlred for less than 200 vehlcles n the peak
 hour in the curb lane for full build out of the development.




Use graph criteria to determine the need for a right turn lane except under the ..
following conditions:

* right turn lanes ARE NOT required for right turn volumes less than 10
vehicles during the peak hour for full build out of the development




Supplement to Traffic Impact Standards

General

Any reference to the Delaware Thoroughfare Plan, ODOT
Location & Design Manual and ODOT State Highway Access
Management Manual in these Standards shall be to the most
current edition of these documents.

IV. Pre-MOU Meeting Requirements

Right Turn on Red Discounts

The percentage of right turn on red discounts for traffic signal warrants shall
be agreed to at the Pre-MOU meeting.

Safety

Delaware County or the City of Delaware shall, upon request, provide crash
reports at the Pre-MOU meeting. The Traffic Engineer preparing the TIS
shall submit the request a minimum of 14 calendar days prior to the Pre-
MOU meeting.

V. Requirements

B. Access Management

Access management standards shall be determined by Delaware County or
the City of Delaware (in lieu of the Delaware Thoroughfare Plan).

E. No Build/Build
The use of any software other than the latest version of Highway Capacity

Software (HCS) shall be at the discretion of Delaware County or the City of
Delaware and agreed upon at the Pre-MOU meeting.

J. Mitigation
The developer shall be responsible to mitigate the impacts of traffic

generated by the project, even if a TIS is not required. The developer shall
provide to Delaware County a methodology for determining the project’s



Supplement to Traffic Impact Standards

fair share of improvements. Delaware County shall review and approve the
methodology used to determine the fair share. A Memorandum of
Understanding (MOU) for the proposed improvements may be required at
the discretion of Delaware County. The MOU shall be signed by the
developer and Delaware County Engineer.

K. Traffic Signal Warrant

Turn lane warrants for a three-legged intersection shall comply with

the ODOT State Highway Access Manual, current edition, or other
method(s) as agreed to by Delaware County or the City of Delaware at the
Pre-MOU Meeting.

Access management for proposed intersections shall be determined by
Delaware County or the City of Delaware.

L. Turn Lane Criteria

Turn Lane Warrants

The turn lane warrant graphs from the ODOT State Highway Access
Manual, current edition, shall be used to determine turn lane warrants. If
turn lanes are not warranted as per the ODOT State Highway Access
Manual, then turn lanes shall be provided as outlined in the TIS standards,
current edition (Article V, Requirements, Part L, Turn Lane Criteria).

V1. Report Contents

The TIS shall provide the average daily traffic (ADT) for all existing and
proposed streets, including the 24-hour truck percentage and percentage of
trucks (B and C).

VIIIl. Agency Review

The address for Delaware County Regional Planning Commission is now
109 N. Sandusky Street

Delaware, OH 43015

IX. Final Approval
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Once the TIS has been approved by the Delaware County and/or the City of
Delaware, the traffic engineer shall submit two CD’s of the approved TIS
(PDF format) to Delaware County and/or City of Delaware for their files.





