
The following notes shall be provided for all projects where a road widening is required.  These notes shall not be altered without approval of the County Engineer.

ITEM 614: MAINTAINING TRAFFIC, AS PER PLAN
1. The County Engineer shall be notified a minimum of five (5) working days prior to the starting work and/or prior to each phase or major change in traffic patterns, either permanent or temporary within the roadway right-of-way.

2. All temporary traffic control devices shall be furnished, erected, maintained, and removed by the Contractor in accordance with the Ohio Manual of Uniform Traffic Control Devices for Construction and Maintenance Operations (OMUTCD) current edition, copies of which are available from the Ohio Department of Transportation Bureau of Traffic, 1980 West Broad Street, Columbus, Ohio 43223.

3. Construction operations shall not begin until all temporary traffic control devices are in place and approved by the County Engineer.  At the direction of the County Engineer, portable message boards shall be provided a minimum of 14 days prior to the start of construction to notify the traveling public of the upcoming construction activities.
4. Two-way one lane traffic shall be maintained from 9am to 3pm Monday thru Friday and all day Saturday with flaggers, law enforcement officer (L.E.O.) or approved equivalent per ODOT Standard Drawings MT-97.10 & MT-97.11.  During all other hours, two-way two-lane traffic (one lane each direction) shall be maintained at all times.  The Owner shall provide flaggers, L.E.O., or approved equivalent, at his expense.  The L.E.O. shall be a uniformed law enforcement officer and official patrol car with working top mounted emergency flashing lights.  The official patrol car shall be a public safety vehicle as required by the Ohio Revised Code.  Additional law enforcement officers may be utilized for maintaining traffic beyond the reasons listed in this plan at the Owner’s expense.  The Owner shall employ the L.E.O.’s and the Owner shall be responsible for their actions.  

5. It shall be the responsibility of the Owner to coordinate construction activities with the County Engineer and with the owners of abutting properties in advance of any operations that affect access.  Prior to total street closure, the Owner shall give written notification on the Owner’s letterhead to all property owners at least two (2) weeks prior to the first day of work, informing them that work will be done in their area.  The notification letter shall be sent by registered mail with a copy of the receipts submitted to the County Engineer prior to any work being performed.

6. All temporary signs shall conform to ODOT Type H, reflective sheeting requirements.

7. All trenches within the right-of-way shall be backfilled or securely plated as directed by the County Engineer during non-working hours.  The Contractor shall include in his/her base bid for Item 614-Maintaining Traffic, As Per Plan steel plates to maintain traffic at all times where open trenches are required.  Steel plates shall be installed per Delaware County Standard Drawing R-1441. Steady burning, Type “C” lights shall be required on all barricades, drums, and similar traffic control devices in use at night.

8. A flashing arrow panel (48”X96”-Type “C”) shall be used in lane closures in accordance with the Ohio MUTCD, current edition.  

9. Access to all adjoining properties shall be maintained at all times.

10. The Contractor shall maintain all permanent traffic controls not in conflict with the temporary traffic controls throughout the project.  Permanent traffic controls may be temporarily relocated, as approved by the County Engineer.  The Contractor shall assume all liability for missing, damaged, or improperly placed signs.

11. Maintenance of all traffic control devices including drums, signs, barricades, sign boards, etc. shall be the Contractor’s responsibility.

12. If the Contractor elects, he/she may submit alternate plans for the Maintenance of Traffic, provided the intent of these provisions are followed and no additional inconvenience to the traveling public results there from.  No alternate plan shall be placed into effect until the County Engineer has granted approval.
13. Permanent striping shall be installed immediately after the finish-paving course is completed. All pre-marking materials and associated costs shall be included within Item 614.

14. Drums shall be placed at 20 feet center-to-center on tapers, 20 feet center-to-center on tangents, and 8 feet center-to-center on radius or driveways. Access for mail and emergency services shall be maintained at all times.

15. The proper advanced warning signing in accordance with the Ohio MUTCD current edition shall be placed along the road and all adjoining roads approaching the project limits.  All signs nine square (36”X36”) and over shall have yellow Type A low intensity flashing warning lights and three flags. 

16. The Contractor shall provide the County Engineer, a contact name, and a 24-hour telephone number to be used in case of an emergency.

17. The safety of pedestrian traffic shall be considered at all times in the provision of traffic control devices required by these plans and notes.  It shall be the Contractor’s responsibility to provide lights, signs, barricades, and other devices to warn of and physically separate the pedestrian from hazards incidental to the construction and demolition operations, as directed by the County Engineer.

PAYMENT
The cost of maintaining traffic as described in the above notes and as shown in the plans, shall include the furnishing, installation, and maintenance of all flashing arrow panels, signs, sign supports, flags, flaggers, L.E.O.’s, barricades, drums, cones, detours, and all applicable signs for detour, and incidentals required for all phases of work, and shall be included in the lump sum price bid for Item 614 Maintaining Traffic, As Per Plan.  

REMOVAL OF PAVEMENT MARKINGS
This item of work shall consist of the removal of pavement markings where indicated in the plan, and in the manner described in the specifications.  Payment for removal of Pavement Markings including all labor, material, equipment, and incidentals necessary to remove the pavement marking and properly dispose of any excess material shall be included in Item 614.  Upon completion of all maintenance operations, all remaining pavement markings applied within any maintenance phase shall be removed.  Payment shall be included within Item 614.

WORK LIMITS
The work limits shown on these plans are for physical construction only.  The installation and operation of all temporary traffic control devices required by these plans shall be provided by the Contractor whether inside or outside these work limits.

ITEM 203: EMBANKMENT CONSTRUCTION,
ITEM 203: EXCAVATION NOT INCLUDING EMBANKMENT, AS PER PLAN
Note to Design Engineer:  These notes are in addition to the Item 203 notes previously provided.
1. The existing pavement shall be sawcut, removed, and disposed of as indicated in the approved plans.  Payment shall be included within Item 203-Excavation Not Including Embankment Construction, as per plan.  

2. All materials to be disposed of off-site shall be disposed of in an environmentally sound manner in accordance with local, state, and federal regulations.  No excess materials are to be disposed of in any wetland, flood plain, or other environmentally sensitive areas.  Erosion control measures at the disposal site shall be installed and maintained until disposal is complete and the disposal site permanently stabilized.  The acquisition of this site is the Owner’s responsibility.  

3. The Contractor shall be responsible to over excavate and dispose of any unusable or unsuitable material deemed necessary by the County Engineer to obtain acceptable sub-grade compaction and an acceptable proof roll. 

4. Provisions have been established to accommodate unsuitable sub-grade and preparation of sub-grade in accordance with current County Standards.  These items are contingency items and shall be performed as directed by the County Engineer:

· Item Special:  Tensor Geogrid BX 1100 or approved equivalent – XX  S.Y.

· Item 203:  Undercutting and Disposal of 

Unsuitable Materials – XX  C.Y.

· Item 203:  Granular Embankment – XX  C.Y.

Note to Design Engineer: The quantities for undercutting and granular embankment shall be based on a 2’-0” (min.) depth of undercut for the entire width of the proposed widening, including the two-foot graded shoulder.
PAVEMENT JOINT
The pavement joint where the existing pavement has been sawcut and new pavement abuts to the existing pavement shall be covered with Item Special:   Glasgrid 8502 or approved equivalent – xx sq. yd., and as directed by the County Engineer.

TRENCH FOR WIDENING
The open trench shall be adequately maintained and protected (per current County Standards) with drums or barricades at all times.  Placement of proposed sub-base and base material shall follow as closely as possible behind excavation operations.  The length of the widening trench shall at all times be subject to approval of the County Engineer.  No separate payment will be provided if trench work is limited to a length that would be completed in a workday if requested by the County Engineer.

ITEM SPECIAL- MAILBOX SUPPORT
This shall consist of furnishing and erecting mailbox supports and any associated mounting hardware in accordance with plan details, and attaching an owner-supplied mailbox at locations specified in the plan, or otherwise established by the County Engineer.

Wood Posts shall be nominal 4” by 4” square or 4 ½” diameter round, and conform to ODOT CMS 710.14.

Steel Posts shall be nominal pipe size 2” I.D. and conform to AASHTO M 181.

Hardware (plates, screws, bolts, etc.) shall be commercial-grade galvanized steel.

Posts shall be set per the first paragraph of ODOT CMS 606.03, and shall in no instance be encased in concrete.

Support Hardware shall accommodate either a single or a double mailbox installation, and no more than two boxes may be mounted on a single post.

The mailbox shall be securely and neatly attached by the Contractor to the new support.  The Contractor shall furnish all necessary attachment hardware (nuts, bolts, plates, spacers, and washers) as necessary to accommodate the complete installation.

In the absence of a new box supplied by the owner, the Contractor shall salvage the existing box and place it on the new support.  Due care shall be exercised in such an operation, and the Contractor shall be responsible for repairing or replacing any box damaged by improper handling on his/her part, as judged and directed by the County Engineer.

The Contractor shall be responsible for coordinating with the local Post Master regarding the timing or the movement of any mailbox to a new location.

Payment under this item shall be limited to final permanent installations.  Temporary installations shall be in accordance with ODOT CMS 107.10.  However, the same material and size limitations as for permanent installations shall apply.

Mailbox supports, complete in place, will be paid for at the contract unit price per each, for Item 
SPECIAL MAILBOX SUPPORT SYSTEM, (single) (double).


CROSS-SECTIONS
The rounded corners shown on the typical sections apply to all cross sections, even though otherwise shown on these plans.


RIGHT-OF-WAY
In addition to direct requirements of the contract specifications, the Contractor shall observe and conform to the specific requirements of all rights-of-way including easements, court entries, rights-of-entry, or action filed in court in accordance with the code of applicable governing agency.  The cost of the operations necessary to fulfill such requirements shall be included in the price bid for the various improvement items unless specific provision is made in the Contract Specifications.


CONSTRUCTION NOISE
Activities and land use adjacent to this project may be affected by construction noise.  In order to minimize any adverse construction noise impacts, any power-operated construction-type device shall only be operated within the hours as outlined in the Supplemental Specifications, unless approved by the County Engineer.  In addition, any such device shall not be operated at any time in such a manner that the noise created substantially exceeds the noise customarily and necessarily attendant to the reasonable and efficient performance of such equipment.  The County Engineer shall notify the Contractor of any device that will need to be removed due to its excessive noise.

RESTORATION/CLEAN UP/DUST CONTROL
It is the intent of the County Engineer to keep inconvenience to the property owners to an absolute minimum.  All work is to continue on a uniform basis and on schedule, particularly the restoration and clean up of disturbed areas after construction.  

Any dirt, sediment, or mud deposited on streets on or off the project site shall immediately be cleaned by the Contractor and to the satisfaction of the County Engineer.  

The Contractor shall be responsible for providing dust control measures in accordance with current County Standards.  Dust control operations shall be performed as directed by the County Engineer

Care shall be exercised when working in the area around existing trees and shrubs.  Any trees or shrubs not marked for removal that are damaged by the Contractor shall be replaced by the Contractor to the satisfaction of the County Engineer.

All fences, signs, drainage structures, landscaping including areas, etc. removed, disturbed or damaged during work under the Contract Improvements shall be restored to the satisfaction of the County Engineer, unless otherwise specified in the approved project plans.  Payment for the same shall be included in the price bid for the various improvement items. 






